Headless Liner Drill Bushings

L Type ANSI Headless Liner
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KEY FEATURES ORDERING INSTRUCTIONS

/ Diameters from 5/16 to 2 1/4 When Ordering State: Quantity and Symbol.

/ Hardened to 60-65 HRC Example: 6, [-32-22

/ 0D lead for easy installation

/ 1D radius improves SF location NOTES P ) i L

/ 0D ground to press fit size / For general ordering information and «» |
technical data see pages 5-7 ] |

APPLICATION / To order Oversize Bushings; suffix symbol A

The ‘L Type’ liner bushing is permanently with the letter U. Example: 1-32-22U

pressed into a drill jig or fixture plate. / Price list codes detailed below; please see

They provide a highly accurate location price list.

sleeve for the SF drill bushing whilst
eradicating wear caused by drill bush
replacement on the jig plate.

Bore Qutside C: Liner Length and Price Code Number
Size Diameter
A ] Prefix 212"
0.1879 0.3141 L -20-4 -20-5 -20-6 -20-8 -20-12
36 0.1876 o718 0.3138 123 126 129 130 135
5/16 0.3129 n 0.5017 L -32-4 -32-5 -32-6 -32-8 -32-12 -32-16 -32-22
0.3126 0.5014 118 19 122 123 129 137 146
n 0.5005 o 0.7518 L -48-5 -48-6 -48-8 -48-12 -48-16 -48-22 -48-28 -48-34
0.5002 0.7515 119 123 123 126 130 145 158 174
3/4 0.7506 1 1.0018 L -64-8 -64-12 -64-16 -64-22 -64-28 -64-34 -64-40 -64-48
0.7503 1.0015 135 135 139 144 161 170 191 252
: 1.0007 1-3/8 13172 L -88-8 -88-12 -88-16 -88-22 -88-28 -88-34 -88-40 -88-48
1.0004 1.3768 170 155 170 189 201 213 225 305
1-3/8 1.3760 13/ 1.7523 L -112-12 -112-16 -112-22 -112-28 -112-34 -112-40 -112-48
1.3756 1.7519 196 189 196 206 222 235 329
13/ 1.7512 24/1 2.2525 L -144-12 14416 -144-22 -144-28  -104-34  -144-40  -144-48
1.7508 2.2521 218 207 218 221 212 299 342
24/1 2.2515 2.3/ 2.1526 L -176-12 17616 -176-22 -176-28 -176-34  -176-40  -176-48
2.2510 2.1522 228 218 229 260 294 308 344
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